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CONTRACTOR TO USE CONSTRUCTION STANDARD S—1.02 IN COORDINATION WITH
CONSTRUCTION STANDARD S—1.17.

ENGINEERING & PUBLIC WORKS STAFF RESERVE THE RIGHT TO MODIFY S—1.02 AND
S—1.17 CONSTRUCTION STANDARDS AS NECESSARY.

SAW CUTTING OF EXISTING ASPHALT WILL BE PERPENDICULAR OR PARALLEL TO
ROAD CENTERLINE (NO ANGLED CUTS).

SUITABLE EXCAVATED MATERIAL MAY BE BACKFILLED.

> wn

STANDARD NO.:

TOWN OF OCEAN CITY OCEAN CITY
ENGINEERING DEPT. CONSTRUCTION STANDARDS
301 BALTIMORE AVE. DATE: 2018.08.24 S—| 02
OCEAN CITY, MD 21842 PAVEMENT RESTORATION :
(410) 289 - 8845 FOR UTILITY CUTS SCALE: 1/2" = 1'-0"

(SECTION VIEW) DESIGN BY: PBM



AutoCAD SHX Text
1.	CONTRACTOR TO USE CONSTRUCTION STANDARD S-1.02 IN COORDINATION WITH CONTRACTOR TO USE CONSTRUCTION STANDARD S-1.02 IN COORDINATION WITH CONSTRUCTION STANDARD S-1.17. 2.	ENGINEERING & PUBLIC WORKS STAFF RESERVE THE RIGHT TO MODIFY S-1.02 AND ENGINEERING & PUBLIC WORKS STAFF RESERVE THE RIGHT TO MODIFY S-1.02 AND S-1.17 CONSTRUCTION STANDARDS AS NECESSARY.  3.	SAW CUTTING OF EXISTING ASPHALT WILL BE PERPENDICULAR OR PARALLEL TO SAW CUTTING OF EXISTING ASPHALT WILL BE PERPENDICULAR OR PARALLEL TO ROAD CENTERLINE (NO ANGLED CUTS).  4.	SUITABLE EXCAVATED MATERIAL MAY BE BACKFILLED.  SUITABLE EXCAVATED MATERIAL MAY BE BACKFILLED.  

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DESIGN BY:

AutoCAD SHX Text
PBM

AutoCAD SHX Text
STANDARD NO.:

AutoCAD SHX Text
1/2" = 1'-0"

AutoCAD SHX Text
2018.08.24


	Sheets and Views
	S-1.02


