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CONTRACTOR TO USE CONSTRUCTION STANDARD S—1.17 IN COORDINATION WITH
CONSTRUCTION STANDARD S-1.02.

ENGINEERING & PUBLIC WORKS STAFF RESERVE THE RIGHT TO MODIFY S—1.17 AND S-1.02
CONSTRUCTION STANDARDS AS NECESSARY.

PER CODE OF THE TOWN OF OCEAN CITY, CHAPTER 94 — UTILITIES, ARTICLE IV. — UTILITY
INSTALLATION, SEC. 94—83 — TECHNICAL AND CONSTRUCTION REQUIREMENTS, "THE
DEPARTMENT OF PUBLIC WORKS SHALL PROVIDE DETAILS FOR TECHNICAL AND
CONSTRUCTION REQUIREMENTS, WHICH EACH APPLICANT MUST BE IN COMPLIANCE.”

S—1.17 PAVEMENT RESTORATION
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O INTERSECTION DETAIL.
@ UTILITY CUTS PERPENDICULAR TO CENTERLINE.
@ UTILITY CUTS PERPENDICULAR TO CENTERLINE (INCLUDING TEST PITTING).
@ UTILITY CUTS PARALLEL TO CENTERLINE (INCLUDING TEST PITTING).
@ PAVEMENT DISTURBANCE DUE TO CONCRETE SIDEWALK REPLACEMENT.
TOWN OF OCEAN CITY OCEAN CITY
ENGINEERING DEPT. CONSTRUCTION STANDARDS
301 BALTIMORE AVE. DATE: 2018.08.24
OCEAN CITY, MD 21842 PAVEMENT RESTORATION

(410) 289 - 8845 FOR UTILITY CUTS SCALE: 1" = 40

(PLAN VIEW) DESIGN BY: PBM
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